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RS 1400

FEATURES & BENEFITS

» 1U rack configuration
» Supports up to 4 hot swappable devices, SCSI, SAS, SATA 3Gb/s, or Fixed IDE HDD
» 400W power supply, 600W (Optional)
» One standard 64 bit PCI-E riser card (Optional)
» 6 long life ball bearing fans
» Support 12" x 13" Intel Xeon Motherboard
» Support 12" x 13" AMD Opteron mother board
» Front panel USB connector

SPECIFICATIONS
» RS 1400
» 1.75"(H) x 19.00"(W) x 26.50"(D)
» Up to 12" x 13" Intel Xeon; Up to 12" x 13" AMD Opteron server board
» Tray for Slim FDD & Slim CD-ROM
» One full-height expansion slot
» 6 high power ball bearing fans provided hi-efficiency thermal solution
» One Standard 400W power supply, 600W for Intel 5000/5100 series CPU Platform
» 1. Power ON/OFF power switch w/ Power ON LED (Green)
   2. Reset Switch
   3. USB Connector
» Ambient Temperature
   Operating: 5°C to 35°C
   Non-operating/Storage:-40°C to 70°C

   Relative humidity
   Non-operating---95% @ 30°C non-condensing

Model
Dimensions

Server Board
Peripheral Bays
Expansion Slots
System Cooling

Power Supply
Front Panel

LED Indicators

Environment

Dependable servers are the critical foundation of any successful 
e-Business. With 1U form factor, the RS 1400 allows for 
high-density, rack-optimized server chassis.
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